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CONSTRUCTION DETAILS
Install proposed L.E.D. slqnc't head. W
Remove and replace existing signal head with proposed L.E.D. signal head.
Remove existng R10-12 sign end install proposed sign.
Install 12" white heat applied preformedl thermoplastic pavement marking. (Crosswalk).
Instali 24" whl-repheaf app!ied preformed thermoplastic pavement marking. (Stopline)
Instalt handhole. :
Instal! 3”7 polyvinyl chloride electrical condult (Schedule 80) t+renched.
Instati 4” polyviny! chioride etectrical conduit (Schedule 80} bored.
Install 10’ breckaway pedestal pole with countdown pedestrian signal head,
APS pushbutton, with pedestrian education sign. (Note: 1-3”, 90* polyviny! chioride
(Schedule 80) bend). -
Instal |l proposed handicop fcnp wlth detectable warning surfaces..

Install proposed handicap rcnb with detectable warning surfaces. (Note: Contractor
shall abondon existing handhole in flat area of ramp.)

Contractor shall close existing ramps with curb and gutter and 4’ sidewalk.

- Contractor shall close off middle depress;cn with curb and gutter. 4’ sidewalk and

also cut back median nose a distance of 7

Contractor shall relocate existing R4~T sign to proposed median nose.
Contractor shatl remove ex!sﬂng Stopline In this area.

Use existing handhole. ,

Use existing condult. ©

Use existing cabinet and conirol !ﬁer. .

- Contractor shall use this handholes disconnect all cables going through the existing

conduit that is connected to this handhole. Also contractor Is to reroute all cables
through proposed condult system +o the existing cabinet. '

Abandon existing conduft and / or handhole.

" Maintalin existing underground service by Alteghany Power.
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Underground -
electrical service by
Alleghany Power Co.
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1. All underground utiltities shown on these pians dare schematic only and
rna{no-l- be coqp!e%e. The contractor shall be responsible for notifying
"MISS UTILITY® prior to construction so that aii utiiities moy be located

" in the fleld. I+ the contractor perceives that a conflict between the

utitittes and the traffic st i will ocour. the contractor shall notify
the project engineer immediately so that the conflict may be resolved.

2. All pavement markings detailed are proposed and are +o be installed in
accordance with SHA stondards.

3. All Traffic. St I Foundations shali be instalied at the Final Sidewalk
or Curb grade for closed sections. Highest Roadway Profile Grade for
en sections. 1o meet clearances as specified in M) 816.03, MD 818.01,
818.02, and MD 818.04 The contractor shall verify ultimate ¢rades

prior to the instaiiation of all signal equipment. »

STATE OF MARYLAND

4. The contractor shall remove all unused wiring.
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION
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